U.S. DEPARTMENT OF HOMELAND SECURITY OMB No. 1660-0008
Federal Emergency Management Agency Expiratlon Date: November 30, 2022

National Flood Insurance Program
ELEVATION CERTIFICATE

Important: Follow the instructions on pages 1-9.

Copy all pages of this Elevation Certificate and all attachments for (1) community official, (2) insurance agent/company, and (3) building owner.

SECTION A — PROPERTY INFORMATION FOR INSURANCE COMPANY USE
A1. Building Owner's Name Policy Number:
Rltamae, LLC
A2, ggl)ltdrl&g Street Address (including Apt., Unit, Suite, and/or Bldg. No.) or P.O. Route and Company NAIC Number:
117 Atlantic Ave.
City , State ZIP Code
Westerly Rhode Island [x] o02891

A3. Property Description (Lot and Block Numbers, Tax Parcel Number, Legal Description, etc.)
Town of Westerly Map 176, Lot 23

A4, Building Use (e.g., Residential, Non-Residential, Addition, Accessory, etc.) Residential
Ab. Latitude/Longitude: Lat. 41 19'17.39" Long. 71 48'46.39" Horizontal Datum: [[] NAD 1927 NAD 1983
A6. Atftach at least 2 photographs of the building if the Certificate is being used to obtain flood insurance.

A7. Bullding Diagram Number 6 [;]
A8. For a building with a crawlspace or enclosure(s):

a) Square footage of crawlspace or enclosure(s) 285 sqft

b) Number of permanent flood openings in the crawlspace or enclosure(s) within 1.0 foot above adjacent grade 2

c) Total net area of flood openings in A8.b 224 sqin

d) Engineered flood openings? Yes [ No

A9. For a building with an aitached garage:
a) Square footage of attached garage N/A sqft

b) Number of permanent flood openings in the attached garage within 1.0 foot above adjacent grade N/A
¢) Total net area of flood openings in A9.b ' N/A sqin
d) Engineered flood openings? []Yes []No

SECTION B - FLOOD INSURANCE RATE MAP (FIRM) INFORMATION

B1. NFIP Community Name & Community Number B2. County Name B3. State
WESTERLY WASHINGTON Rhode Island  [+]
B4. Map/Panel BS5. Suffix | B6. FIRM Index B7. FIRM Panel B8. Flood B9, Base Flood Elevation(s)
Number Date Effective/ Zone(s) (Zone AO, use Base Flood Depth)
Revised Date
44009C0254 J 10/16/2013 10/16/2013 VE ELEVATION = 15.0'

B10. Indicate the source of the Base Flood Elevation (BFE) data or base flood depth entered in ltem B9:
[C] Fis Profile [X] FIRM [_] Community Determined [ ] Other/Source:

B11. Indicate elevation datum used for BFE in ftem B9: [} NGVD 1929 NAVD 1988 [] Other/Source:

B12. Is the bullding located in a Coastal Barrier Resources System (CBRS) area or Otherwise Protected Area (OPA)? [] Yes No
Designation Date: N/A [1CBRS [ OPA

FEMA Form 086-0-33 (12/19) Replaces all previous editions. Form Page 1 of 6



ELEVATION CERTIFICATE

OMB No, 1660-0008
Expiration Date: November 30, 2022

IMPORTANT: In thase spaces, copy the corresponding Information from Soction A.

FOR INSURANCE COMPANY USE

Buliding Street Addresa (Including Apt., Unit. Suite, and/or Bidg, No.) or P.O. Route and Box No. Policy Number:

111 Atlan-na 2.
State ZiP Code
Weataclu RT [ oz¥12

Clty Company NAIC Number

SECTION C — BUILDING ELEVATION INFORMATION (SURVEY REQUIRED)

C1. Building slevations are based on: ] Construction Drawings* [[] Bullding Under Construction*  [X] Finished Construction
*A new Elevation Certificate will be required when construction of the buifding s compiets.

C2. Elevations - Zones A1-A30, AE, AH, A (with BFE), VE, V1-V30, V (with BFE), AR, AR/A, AR/AE, AR/A1-AS0, AR/AH, AR/AQ.
Complete ltems C2.a-h below according to the bullding diagram specified in ttam A7. In Puerto Rico only, enter meters.

Bonchmark Utilized: RM156 Vertical Datum: 1988
Indloate elevation datum used for the elevations in tterna &) through h) below.

[] NGVD 1929 [X] NAVD 1988 [7] Other/Source:
Datum used for bullding elevations must be the same as that used for the BFE.

Check the measurement used,

a) Top of bottom floor {including basement, crawispace, or enclosure floor) 901 fest [] meters
b) Top of the next higher floor 1941 feet [] meters
c) Bottom of the lowest horizontal structurel member (V Zones only) 18.11 fest [Jmeters
d) Attached garage (top of siab) N/A [ feet [[] meters
e) Lowest elavation of machinery or equipment servicing the buildin

) (Describe type of equlpmentraynd locatlon in Commerﬂs) 0 1891 feet [] meters
f) Lowaest adjacent (finished) grade nextto bullding (LAG) 7.25 fest [] meters
g) Highest adjacent (finished) grade next o bullding (HAG) 844 [X]feet [] meters
h) Lowest adjacent grade at lowest elevation of deck or stairs, Includin

) structural a]suppor? g 7.01 feet [] meters

SECTION D - SURVEYOR, ENGINEER, OR ARCHITECT CERTIFICATION

This oertification Is to be signed and sealed by a land surveyor, engineer, or architect authorized by law to certify elevation information.
| certily that the informetion on this Certificate represents my bast efforts ta inte rot the data avallable. | understand that any false
statement may be punishable by fine or Imprisonment under 18 U.S. Cods, Se jon 1001,

Were latitude and longitude In Section A provided by a licensed land surveyor? Oves CINo [[] Check hera if attachments.

Certifier's Name License Number
WESLEY GRANT, I 1699 ' {
Title _
REGISTERED SURVEYOR g
Company Name No.
PLANNING FOR THE ENVIRONMENT
Address
52 DUGWAY BRIDGE RD.
City Stele ZIP Code _
WEST KINGSTON Rhode lsland  [] 02892

A -,
Signatur 3 " Date Telephone Ext.

4126/22 401-7808-3628

Copy ali pages of this Eleval[dn Cerlificate and all attachments for (1) community officlal, (2} Insurance agent/company, and (3) building owner.

Comments (including type of equipment and location, per C2(e), If applicable)
THE LOWEST ENCLOSURES ARE ENTBY AND STAIRS 265 §.F. (WALLS ARE BREAKAWAY AND 2 FLOOD VENTS CAPABLE
OF 200 8.F. EACH). LOWEST MECHANICAL IS AIR CONDITIONING UNIT ON DECK ELEVATION = 18.91. ALL OTHERONOR -

ABOVE FIRST FLOOR.

FEMA Form 086-0-33 (12/19) Replaces all previous editions.

Form Page 2 of 8



OMB No. 1660-0008

ATION CER‘{’lFICATE Expiration Date: November 30, 2022

ELE
IMPORTANT: In these spaces, copy the corresponding Information from Section A, FOR INSURANCE COMPANY USE
Bullding Street Address (including Apt., Unit, Suite, and/or Bldg. No.) or P.O. Route and Box No. Policy Number:
11 ARand o Ave.
City State ZIP Code Company NAIC Number
Wlepdevloy RE  E 0892
ECTIONE — BUILDING ELEVATION INFORMATION (SURVEY NOT REQUIRED)
FOR ZONE AO AND ZONE A (WITHOUT BFE)
For Zofles AO and A (without BFE), complete Items E1-E5. If the Certificate Is intended to support a LOMA or LOMR-F request,
complete Sections A, B,dnd C. For ltems E1-E4, use natural grade, If available. Check the measurement used. In Puerto Rico only,
enter mieters
E1. Prjvide elevation information for the following and check the appropriate boxes to show whether the elevation is above ar below
thel highest adjacent|grade (HAG) and the lowest adjacent grade (LAG).

E2. Fo

Building Diagra

crawlspace, or ehclosure) is Cteet ] met;7 [ above or [} below the HAG.

crawlspace, or ehclosure) is [Jfeet [Jmetets []above or []below the LAG.

s 6-9 with permanent floothopenings provided in Section A Items 8 and/or 8 (see pages 1-2 of Instructions),
4

O fe;e/t.f'lf] meters || above or [_|below the HAG.

E3. Attached garage (tof of slab) is \ Dféét [(Imeters [] above or []below the HAG.
E4. Top of platform of machinery and/or equipment \ /
seflicing the buliding Is [feet [Imeters []above or [[Jbelow the HAG.
ES. Zofje AO only: If no flood depth number is available, is the top\of the bottom floor elevated in accordance with the community's
flogdplain management ordinance? [] Yes [] No [] Unknown. The local official must certify this information In Section G.
SECTION F - PROPERTY OWNER (OR OWNER'S REPRESENTATIVE) CERTIFICATION
The pro ert?' owner or owher's authorized representative who completes Skctions A, B, and E for Zone A (without a FEMA-issusd or
commut]ity-issued BFE) oy Zone AO must sign here. The statemefits in Sechions A, B, and E are carrect to the best of my knowledgs.
Property] Owner or Owner|s Authorized Representative's Nam \
Addres / City \\ State ZIP Code
Signatufp / Date \ Telephone
Commefits
N\
[[1 Check here if attachments.
FEMA Fo } Replaces all previous editions. Form Page 3 of 6

1&1 086-0-33 {12/1



ELEVATION CERTIFICATE o ration Dates Noverber 30, 2022

IMPORTANT: In these spaces, copy the corresponding Information from Section A. EOR INSURANCE COMPANY USE
Building Street Address (including Apt., Unit, Sulte, and/or Bidg. No.) or P.O. Route and Box No. Policy Number:
117 Adlandte  Aue.
City State ZIP Code Company NAIC Number
U s3uvly R H oagn >
—  SECTION G - COMMUNITY INFORMATION (OPTIONAL)

The local official who is authorized by law or ordinance to administer the community's floodplain management ordinance can complete
Sections A, B, C (or E), and G of this Elevation Certificate. Complete the applicable item(s) and sign below. Check the measurement
used in ltems G8-G10. In Puerto Rico only, enter meters.

G1. [] The information in Section C was taken from other documentation that has been signed and sealed by a licensed surveyor,

sngineer, or architect who is authorized by law to certify elevation information, (indicate the source ay/ﬁate of the elevation
data In the Comments area bélow.)

G2. [1 A community officlal completed Sectlon E for a building located in Zone A (without a FEMA-iss| 4 or communlity-issued BFE)
or Zane AQ. /
e

G3. [ The following information (items G4—-G{0) Is provided for community floodplain me?g nt purposes.

G4, Permit Number G5\ Date Permit Issued G6. Date Certificate of
Compliance/Occupancy Issued

G7. This permit has been Issued for: [7] New Congtruction [[] Substantial Improvement

G8. Elevation of as-bullt lowest floor (including basement)

of the building: [] feet [] meters patum

GY9. BFE or (in Zone AO) depth of flooding at the bullding site; [ feet [] meters patum

\ [ feet [] meters  patum

Local Official's Name / ‘itle
Community Name / Te\ihone

Signature / Date \

Comments (including type of eq idment and location, per C2(e), if applicable)

G10. Community's design flood elevation:

] Check here if attachments.

FEMA Form 086-0-33 (12/19) Replaces all previous editions. Form Page 4 of 6




BUILDING PHOTOGRAPHS
ELEVATION CERTIFICATE

OMB No. 1660-0008
Sea Instructions for ltem A8. 0. 18

Identify all photographs with date taken; "Front View" and "Rear View"; and, if required, "Right Side View" and
ide View." WheT \
vents||as indicated in S

Expiration Date: November 30, 2022
IMPORTANT: In these ébaces, copy the corresponding Information from Section A. FOR INSURANCE COMPANY USE
Bullding Street Address {including Apt., Unit, Sulte, and/or Bldg. No.) or P.O. Route and Box No. Policy Number:

1 ANadce  Ave.
City _ State ZIP Code Company NAIC Number
W 2ekaf Ty RT b ;g
If usifg the Elevation [Certificate to obtain NFIP flood insurance, affix at least 2 building photographs below according to the
Instrué;tions for ltem A6
"Left

applicable, phatographs must show the foundation with representative e'xamples of' the flood openings or
betion A8. If submitting more photographs than will fit on this page, use the Continuation Page

Photo GJne Captlon

Mo\»\/‘.\, iewd Clear Photo One
Photo Tijvo Caption South. \Jiew  Clear Photo Two _
FEMA Ff rm 086-0-33 (12/ Replaces all previous editions.

Form Page 5 of 8




BUILDING PHOTOGRAPHS OMB No. 1660-0008
ELEVATION CERTIFICATE Continuation Page Expiration Date: November 30, 2022

IMPORTANT: In these spaces, copy the corresponding Information from Ssction A. FOR INSURANCE COMPANY USE

Building Street Address (Including Apt., Unit, Suite, and/or Bldg. No.) or P.Q. Route and Box No. Policy Number:

1 Mianke AV
State ZIP Code Company NAIC Number

City
Wister by el 09%92

If submitting more photographs than will fit on the precading page, affix the additional photographs below. Identify all photographs
with: date taken; "Front View" and "Rear View"; and, If required, "Right Side View” and "Left Side View.” When applicable,
photographs must show the foundation with representative examples of the flood openings or vents, as indicated in Section A8.

Photo Three Caption Weat Uiewd - Clear Phioto Three

Photo Four Caption Easd \/:‘e w ' Clear Photo 'Four

FEMA Form 086-0-33 (12/19) Replaceé all previous editlons. Form Page 6 of 8




Model #: 1540-570
Instollation Type; "Stud Wall
Style: Insulatad
Dimensions: 14%" x 8"
Rough Opening: 144" %8 %"
Finish: Stainless Stee! (Standard)

Available Powder Coat Colors For Special Onfer:

White Wheat - Griy Black Stainless {standard)

Dptional Accessories:
Fire Damper, Interior Trim Flange

Other Models Available: SMART VENT® Dual Function Ventilation
16" x 8" Flood Vent, Insulated 16" x 8" FLOOD VENT,

Overhead Garage Door Model, Stacked and Quad Configurations,
Models for Wood Studded Walf Applications and Pour in Place
Buck Systems,

There's more enlina at www smartvent.com

Dealer Locator, Installer Locator, Cad Drawings, Installation In-
structions, Technical Specifications, Frequently Asked Questions,
Video, Testimonials, Resource Library Database, Insurance Forms.

Rapidly rising floodwater can put extrema pressure on tha foundation walls
causing improperly ventad structures to buckle and collapse. SMART VENTS®
nuiekly and efficiently equalize the pressure and minimize damage.

www.smartvent.com « 877-441-8368

- Wood Wall Model: 1540-570

How it works:

Flood Protection; The FLOOD VENT door is latched
closed until fload water enters. Entering flood water
lifts the patented internal floats which unlatches and
rotates the door open. This allows the fiood water

to automatically enter and exit through the frame .
opening, relieving the prassure from your foundation,

Exterion Wil
Crosu-Secting

Use Fewer Vents

Preserve the aesthetic beauty of a home by raquiring
2/3 fewar vents. Fach SMART VENT® protects 200 sq/ft
of enclosed area vs. 60 sq/ft far non-compliant vents.

How does ‘
provide so much coverage?

You may have heard that FEMA requires that flood
openings provide one square inch of opening per one
square foot of enclosed area, referring to dimensions
of the opening in proportion to the space to be vented.
This s only partially correct. FEMA's regulations and
guidelines do state that a non-engineerad flood vent
solution must {among other requirements) provide one
square inch of opening per square foot of enclosed
area to be vented. However, all SMART VENT®
products are certified engineered openings. They have
been designed, engineerad, tested, rated, and certified
to provide flood relief so efficienty that only one unitis
needed for 200 square feet of enclosed area. It would
be our pleasure te contact yaur code official, surveyor,
or insurance agent if they require more information.




IEC\/%LUAHQN Most Widely Accepted and Trusted
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ICC-ES Evaluation Report ES?%?;Z@

ICC-ES | (800) 423-6587 | (562) 699-0543 | www.icc-es.org This report is subject to renewal 02/2021.

- DIVISION: 08 00 00—OPENINGS
SECTION: 08 95 43—VENTS/FOUNDATION FLOOD VENTS

REPORT HOLDER:

SMART VENT PRODUCTS, INC.

EVALUATION SUBIECT:

SMART VENT® AUTOMATIC FOUNDATION FLOOD VENTS:
MODELS #1540-520; #1540-521; #1540-510; #1540-511; #1540-570; #1540-574;
' #1540-524; #1540-514
FLOOD VENT SEALING KIT #1540-526

ey SR (B8
k & PMG LISTED

| |
“2014 Recipient of Prestigious Western States Seismic Policy Council AR
{WSSPC) Award in Excellence” A Subsidlary of EObE COURGIE

addressed, nor are they to be construed as an endorsement of the subject of the report or a recommendation for its use.

There is no warranty by ICC Evaluation Service, LLC, express or implied, as to any finding or other matter in this

report, or as to any product covered by the report, s 1108 iy
. 21000

ICC-ES Evaluation Reporis are not fo be construed as representing aesthetics or any other atiributes not specifically (\

Copyright © 2019 ICC Evaluation Service, LLC. All rights reserved.
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ICC-ES Evaluation Report

Most Widely Accepted and Trusted

ESR-2074
Reissued February 2019
This report Is subject to renewal February 2021,

www.icc-es.orq | (800) 423-6587 | (562) 699-0543

A Subsidiary of the International Code Council®

DIVISION: 08 00 00—OPENINGS
Section: 08 95 43—Vents/Foundation Flood Vents

REPORT HOLDER:
SMART VENT PRODUCTS, ING.

EVALUATION SUBJECT:
SMART VENT® AUTOMATIC FOUNDATION FLOOD
VENTS: MODELS #1540-520; #1540-521; #1540-510; #1540-
511; #1540-570; #1540-574; #1540-524; #1540-514
FLOOD VENT SEALING KIT #1540-526

1.0 EVALUATION SCOPE
Compliance with the following codes:

m 2018, 2015, 2012, 2009 and 2006 International Bullding

Code® (IBC)

W 2018, 2015, 2012, 2009 and 2006 [pfernational

Resldential Code® (IRC)
W 2018 International Energy Conservation Code® (IECC)

W 2013 Abu Dhabi Intsmational Building Code (ADIBC)T

The ADIBG Is based on the 2008 IBC. 2008 1BC code sections referanced
in this report are the same sections in the ADIBC,

Properties evaluated:
M Physical operation
M Water flow

2.0 USES

The Smart Vent® units are engineered mechanically
operated flood vents (FVs) employed to equalize
hydrostatic pressure on walls of enclosures subject to

rising or falling fiood waters. Certain models also allow

natural ventilation.
3.0 DESCRIPTION
31 General:

When subjected to rising water, the Smart Vent® FVs
internal floats are activated, then pivat open to allow flow in
elther direction to equalize water level and hydrostatic
pressure from one side of the foundatlon to the other. The
FV pivoting door Is normally held in the closed position by
a buoyant release device, When subjected to rising water,

the buoyant release device causes the unit to unlatch,.

allowing the door to rotate out of the way and ailow flow.
The water level siabllizes, equalizing the lateral forces.

Each unit is fabricated from stainless steel. Smart Vent®
Automatic Foundation Flood Vents are available in
various models and sizes as described in Table 1. The
SmantVENT® Stacking Model #1540-511 and FloodVENT®
Stacking Mods! #1540-521 units each contain two
vertically arranged openings per unit.

3.2 Engineered Opening:

The FVs comply with the design principle noted In Section
2.7.2.2 and Section 2.7.3 of ASCE/SE! 24-14 [Section
2.6.2.2 of ASCE/SE| 24-05 (2012, 2008, 2006 IBC and
IRC)] for a maximum rate of rise and fall of 5.0 feet per
hour (0.423 mm/s). In order to comply with the engineered
opening requirement of ASCE/SE! 24, Smart Vent FVs
must be installed In accordance with Section 4.0.

3.3 Ventilation:

The SmartVENT® Mode! #1540-510 and SmartVENT®
Overhead Doar Mode! #1540-514 both have screen covers
with V-Inch-by-Y/s-inch (6.35 by 6,35 mm) openings, -
yielding 51 square inches (32 903 mm?) of net free area to -
supply natural ventilation. The SmartVENT®  Stacking
Model #1540-511 conslsts of two Model #1540-510 units
in one assembly, and provides 102 square inches
(65 806 mm®?) of net free area to supply natural ventllation,
Other FVs recognized in this report do not offer natural
ventilation.

3.4 Flood Vent Sealing Kit:

The Flood Vent Sealing Kit Modsl #1540-526 is used with
SmartVENT® Mode! #1540-520. It is a Homasote 440
Sound Barrler® (ESR-1374) insert with 21 — 2-inch-by-2-
inch (51 mm x 51 mm) squares cut in it. See Figure 4.

\

4,0 DESIGN AND INSTALLATION

41 SmartVENT® and FloodVENT®:

SmantVENT® and FloodVENT® are designed to be
installed into walls or overhead doors of existing or new
construction from the exterior side. Installation of the
vents must be In accordance with the manufacturer's
instructions, the applicable code and this report
Installation clips allow mounting in masonry and concrete
walls of any thickness. In order to comply with the
engineered opening design principle noted In Section
2.7.2.2 and 2.7.3 of ASCE/SE! 24-14 [Section 2,6.2.2 of
ASCE/SEl 24-05 (2012, 2009, 2006 IBC and IRC}], the
Smart Vent® FVs must be Installed as follows:

M With a minimum of two openings on different sldes of
each enclosed area,

® With a minimum of one FV for every 200 square

ICC-ES Evaluation Reports are not ta be construed as representing aesthetics or any other attributes not specifically addressed, nor are they to be construed
as an endarsement of the subject of the repori or @ recommendation for its use, There s no warranty by ICC Evaluation Service, LLC, espress or implied, as
to any finding or other matter in this report, or os to any product covered by the report. ’

Copyright ® 2019 1CC Evaluation Service, LLG. All righls reserved.
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ESR-2074 | Most Widely Accepted and Trusted * Page 20of5

feet (186 m?) of enclosed area, except that the 5.2 The Smart Vent® FVs must not be used in the place
SmartVENT®  Stacking Model #1540-511 and of “breakaway walls” in coastal high hazard areas, but
FloodVENT® Stacking Model #1540-521 must be are permitted for use in conjunction with breakaway
installed with a minimum of one FV for every walls in other areas.

400 square feet (37.2 m?) of enclosed area.

6.0 EVIDENCE SUBl\flITTED

m Below the base flaod elevation. 6.1 Data in accordance with the ICC-ES Acceptance

® With the bottom of the FV located a maximum of Criteia for Mechanically Operated Flood Vents
12 inches (305.4 mm) above the higher of the final (AC364), dated August 2015 (editorially revised
grade or floor and finished exterlor grade immediately October 2017).
under each opening.

6.2 Test report on air infiltration in accordance with ASTM
4,2 Flood Vent Sealing Kit E283.

The Flood Vent Sealing Kit Model 1540-526 is used in 7.0 IDENTIFICATION

conjunction with FloodVENT® Model #1540-520. When :
. 7.4 The Smart VENT® models and the Flood Vent Sealing
installed and tested in accordance with ASTM E283, the Kit recognized In this report must be Id entified by a

FV and Elood Vent Sealing Kit assembly have an air
leakage rate of less than 0.2 cubic feet per minute per E‘;ﬂﬁ??gg )ﬂt\r?e miggancj‘;:ﬁ:? ::én t%e(g\m:tvat?onr:
lineal foot (18.56 I/min per lineal meter) at a pressure 1 '

differential of 1 pound per square foot (50 Pa) based on report number (ESR-2074).
12.58 llneal feet (3.8 lineal meters) contained by the Fiood 7.2 The report holder's contact information is the
Vent Sealing Kit. following:
5.0 CONDITIONS OF USE ' SMART VENT PRODUCTS, INC.
® et 430 ANDBRO DRIVE, UNIT 1
The Smart Vent® FVs described in this report comply with, PITMAN, NEW JERSiEY 08071

or are suitable alternatives o what Is specified in, those .
codes listed in Section 1.0 of this report, subject to the (877) 441-8368

following conditions: www.smartvent.com

info@smartvent.com
51 The Smart Vent® FVs must be installed in accordance

with this report, the applicable code and the

manufacturer's installation instructions. In the event of

a conflict, the Instructions in this report govemn.

TABLE 1—MODEL SIZES

MODEL NAME MODEL NUMBER MODEL SIZE (in.) COVERAGE (sq. ft.)
FloodVENT® | 1540-520 153 X 724" 200
SmartVENT® 1540-510 1538 X 795" 200

FloodVENT® Overhead Door 1540-524 154" X 7°14" 200
SmartVENT® Overhead Door 1540-514 163" X 734" 200
Wood Wall FloodVENT® ' 1540-570 14" X 8%14" 200

Wood Wall FloodVENT® Overhead Door 1540-574 14" X 8% 200
SmartVENT® Stacker 1540-511 16" X 16" 400
FlcaodVentﬁ Stacker 1540-521 16" X 16" 400

Far Sk 1 Inch = 25,4 mm; 1 square foot = m?

FIGURE 1—SMART VENT: MODEL 1540-510
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FIGURE 2—SMART VENT MODEL 1540-520

2

FIGURE 3—SMART VENT: SHOWN WITH FLOOD DOOR PIVOTED OPEN

FIGURE 4—FLOOD VENT SEALING KiT
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ICC-ES Evaluation Report ESR-2074 CBC and CRC Supplément
Relssued February 2019
This report is subject to renewal February 2021.

www.icc-es.org | (800) 423-6587 | (562) 699-0543 A Subsidiary of the International Code Council®

DIVISION: 08 00 00—OPENINGS -
Section: 08 95 43—Ventis/Foundation Flood Vents

REPORT HOLDER:
SMART VENT PRODUCTS, INC.
EVALUATION SUBJECT:

SMART VENT® AUTOMATIC FOUNDATION FLOOD VENTS: MODELS #1540-520; #1540-521; #1540-510; #1540-511; #1540-
570; #1540-574; #1540-524; #1540-514 ’
FLOOD VENT SEALING KIT #1540-526
1.0 REPORT PURPOSE AND SCOPE
Purpose:

The purpose of this evaluation report supplement is to indicate that Smart Vent® Automatic Foundation Flood Vents,
recognized in 1CC-ES master evaluation report ESR-2074, have also been evaluated for compliance with codes noted
below.

Applicable code edition:

W 2016 California Building gode (CBC)

W 2016 California Residential Code (CRC),
2.0 CONCLUSIONS

21 CBC:

The Smart Vent® Automatic Foundation Flood Vents, described in Sections 2.0 through 7.0 of the master evaluation report
ESR-2074, comply with 2016 CBC Chapter 12, provided the design and installation are in accordance with the 2015
International Building Code® (IBC) provisions noted in the master report and the additional requirements of CBC Chapters
12, 16 and 16A, as applicable.

The products recognized in this supplement have not been evaluated under CBC Chapter 7A for use in the exterior design
and construction of new buildings located In any Fire Hazard Severity Zone within State Responsibility Areas or any
Wildland-Urban Interface Fire Area.

2.2 CRC:

The Smart Vent® Automatic Foundation Flood Vents, described in Sections 2.0 through 7.0 of the master evaluation report
ESR-2074, comp&y with the 2016 CRC, provided the design and installation are in accordance with the 2015 Infernational
Residential Coda® (IRC) provisions noted in the master report.

The products recognized in this supplement have not been evaluated under 2016 CRC Chapter R337, for use In the
exterlor design and construction of new bulldings located in any Fire Hazard Severity Zone within State Respensibility Areas
or any Wildland-Urban Interface Fire Area.

The products recognized In this supplement have not been evaluated for compliarice with the Intemnational Wildland-Urban
Interface Code®.

This supplement expires concurrently with the master report, reissued February 2019,

ICC-ES Evaluation Reporis are not to be construed as representing aesthetics or any other afiributes nof specifically addressed, nor are they to be construed | (\
s an endorsement of the subject of the report or a recommendation for ils use. There is no warranty by ICC Evaluation Service, LLC, express or implied, as
fo any finding or other matter in this report, or as to any product covered by the report. o Ty

Copyright ® 2019 ICC Evaluatlon Service, LLC. Al righis reserved. Page 4 of §
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- ICC-ES Evaluation Report ESR-2074 FBC Supplement
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DIVISION: 08 00 00—OPENINGS
Section: 08 95 43—Vents/Foundation Flood Vents

REPORT HOLDER;
SMART VENT PRODUCTS, INC.
EVALUATION SUBJECT:

SMART VENT® AUTOMATIC FOUNDATION FLOOD VENTS: MODELS #1540-520; #1540-521; #1540-510; #1540-51 1
#1540570; #1540-574; #1540-524; #1540-514
FLOOD VENT SEALING KIT #1540-526
1.0 REPORT PURPOSE AND SCOPE
" Purpose:
The purpose of this evaluation report supplement s to indicate that Smart Vent® Automatic Foundation Flood Vents, recognized
In ICC-ES master report ESR-2074, have also been evaluated far compliance with the codes noted below.
Applicable code editions: -
® 2017 Florida Building Code—Building
® 2017 Florida Building Code—Residential
2.0 CONCLUSIONS

The Smart Vent® Automatic Foundation Flood Vents, described in Sections 2,0 through 7.0 of the master evaluation report
ESR-2074, comply with the Florida Building Code—Building and the FRC, provided the design and installation are in
accordance with the 2015 Internatlonal Bullding Code® provisions noted In the master report,

Use of the Smart Vent® Automatic Foundation Flood Vents has also been found to be In compllance with the High-Velacity
Hurricane Zone provisions of the Florida Building Code—Building and the Florida Building Code—Residential .

For products falling under Florida Rule 8N-3, verification that the report holder's quality assurance program is audited by a
quality assurance entity approved by the Florida Building Commissian for the type of inspections being conducted is the

responsibility of an approved validation entity (or the code official when the report holder does not possess an approval by
the Commission).

This supplement expires concurrently with the master report, relssued February 2018,

as an endorsement of the subject of the report or a recommendation for its use, There is no warranty by ICC Evaluation Service, LLC, express or implied, as
fo any finding or other malter in this report, or as o any product covered by the report,
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ICC-ES Evaluation Reports are not fo be constred as representing aesthetics or any other attributes not specifically addressed, nor are they to be construed g (@
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